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	 CAPABILITIES	

Capacity	 600 SIM cards per SIM unit	
	 Up to ten SIM units	
	 Maximum capacity: 6000 SIM cards	
SIM Routing	 Any SIM to any iGATE	
	 SIM assignment based on time of day, 	  
	 day of week, SIM usage, or random	
	 Flexible time quotas, configurable per SIM	
	 Different SIM priorities for different SIM tariffs	
	 Random pause between SIM usage	
	 Automatic blocking of SIM cards in case of net-	  
	 work errors, repeated announcements, or low ASR
Special Functions	 Automatic calculation of remaining call time 	  
	 based on credit query via USSD and SMS	
	 Recharge of pre-paid SIMs through USSD, SMS, 	 
	 or DTMF	
	 Support for multiple rates per mobile network	
	 Automatic call generation	
	 Automatic SMS generation	
	 Flexible scripting interface	
	 Dynamic replacement of blocked SIM cards	
	 Automatic CDR collection	
	 Self-provisioning of new installed iGATEs	
	 Extensive statictics and reports	
	 Graphical display of SIM routes	
	 Alarm messages via e-mail	
		
	 SYSTEM MANAGEMENT	

	 vGATE desktop application; can either run directly on vGATE 	  
	 Control Unit or any other Windows PC	 	
			 

	 CONNECTION SPECIFICATIONS	

SIM	 SIM, 3.3 V (GSM)	
	 U-SIM, 3.3 V, (UMTS)	
Ethernet	 Control Unit: 2 × Ethernet 10/100 Base-T, RJ-45	  
	 SIM Unit: 1 × Ethernet 10/100 Base-T, RJ-45	
			 
	 PHYSICAL PARAMETERS	

Size (W × H × D)	 Control Unit: 442 mm × 89 mm × 508 mm (1U)	
	 SIM Unit: 440 mm × 177 mm × 555 mm (4U)	
Power Supply	 Control Unit: 100–240 VAC, 200 W	
	 SIM Unit: 100–240 VAC, 50–60 Hz 	  
	 (6.5 A@100–120 VAC, 3.2 A@200–240 VAC		
		
	 ENVIRONMENTAL CONDITIONS	

Temperature	 +5 °C to +40 °C	
Humidity	 5 % to 80 % (non-condensing)	
		
	 CERTIFICATES	

	 EMC, Safety, CE	
		

vGATE


